INTRODUCTION
After the prediction that 4He does not wet the heavy alkali metal surfaces, 1 a vigorous experimental research effort was started. By now, it has been firmly established that 4He adsorbed on Cs undergoes a wetting transition around 2 K, 2 while the case of 4He on Rb is still not completely clear. Quartz microbalance data 3 indicate that the wetting temperature T~ of 4He on l~b is below 1.6 K, the lowest temperature studied by the Penn State University group. Heat transport measurements suggest that T~ = 0 K. 4 More recently, a low temperature mass flow study of 4He across a Rb ring finds a Tw = 0.3 K. s However, the slope of the prewetting line determined by the Exeter group is about 10 3 times larger than the theoretical estimate, s
Although most of the experimental investigations have been devoted to 4He, H2 too has been predicted to undergo a wetting transition along the liquid-vapor coexistence line when adsorbed on heavy alkali metal surfaces. 6 On Rb such a transition has been observed at T~ = 19 K. research has been carried out with a quartz microbalance. As it will be described in the following paragraph, this is a powerful technique that accurately determines the growth of an adsorbed film. However, it does not provide any information about the dynamics of the prewetting transition, nor about the film profile. These problems can be more appropriately addressed using optically excited surface plasmons. This paper is divided in two parts. In the first one we will briefly describe the quartz microbalance technique, together with its advantages and its limitations for the study of physisorption on alkali metal surfaces. To better illustrate these points, the complete prewetting phase diagram of H2 on Rb with such a technique Mll be shown. In the second part, we will explain the experimental set, up used to study surface plasmons excited at the interface between an alkali metal surface and an adsorbed film and we will present some preliminary results showing the behavior of 4He droplets on a Cs surface.
THE QUARTZ MICROBALANCE
The heart of our quartz microbalance is an AT-cut quartz crystal. It is a thin quartz disk, with a gold electrode, evaporated at the center of each crystM face. When a voltage is applied to the two gold electrodes at a frequency very close to the crystal's shear resonance, the two faces move in a shear mode. If a small mass dm is deposited onto each gold electrode, the quartz resonance frequency drops by an amount proportional to din. s In our case, the adsorption of a solid-like layer of H2 corresponds to 0.67 Hz out of a resonance frequency near 16.6 MHz. The frequency resolution of our microbalance is of about 0.03 Hz. Facing the two gold electrodes there are two alkali metal dispensers. A current is passed through them to evaporate the alkali metal. This process is performed at low temperature and with a shutter to reduce the risk of chemical contamination of the surface. We do not have any direct way to determine how smooth and pure the alkali metal film is. All of our information on the surface quality is drawn from adsorption isotherms. An adsorption isotherm is determined by measuring, at a constant temperature, how the quartz resonance frequency varies with the pressure P of the vapor in equilibrium with the adsorbed film. Figure la shows the final portions of a set of adsorption isotherms of H2 on Rb. On this expanded scale the isotherm at 18.89 K looks fiat, indicating that at this high temperature, well above its bulk triple point of 13.80 K, H2 does not wet Rb. If the temperature is increased to 19.43 K a sharp drop in frequency is observed very close to the saturated vapor pressure, P0. As T is further increased, this step moves to lower relative pressures~ becomes smaller and, at higher temperatures, more rounded. These sharp steps re-
a)
Quantum fluids on alkali metal surfaces These and other results 2'6-s clearly show that quantitative conclusions concerning the complete wetting phase diagram of an adsorbed film can be deduced with the quartz microbalance technique. Furthermore, the application of such a technique to the study of wetting on weak-binding surfaces is particularly facilitated by the planar geometry of the quartz crystal which makes it easy to evaporate an alkali metal onto it. On the other hand, in order to have a more complete understanding of the wetting transition which, as seen before, is finally accessible to experiments, complementary techniques are necessary. which makes them well suited for use as an optical probe of processes taking place in close vicinity of the surfaceJ ~ Light can be coupled to the SP by means of an evanescent wave, as for instance by illuminating the base of a prism under total internal reflection conditions (eft Fig.2 ). When the metal whose surface is to be investigated is evaporated as a film of appropriate thickness (several hundred Angstroms) onto the prism base, SP on the metal/vacuum interface are resonantly excited at a particular angle of incidence at expense of the reflected light. The presence of a thin film of. say, superfluid helium on the metal surface detunes the SP resonance as shown in Fig.2a . This allows for such a film to be detected with an accuracy of better than an Angstrom if a noble metal is used and if the resonance angle is measured with high resolution) 1 If other metals are used, the sensitivity is somewhat inferior due to higher surface plasmon damping. When the sample is illuminated with an expanded laser beam and the reflected light is imaged onto a CCD camera chip, a so-called SP microscope results. Although the film thickness resolution is not as good as in high resolution setups, helium films with a few Angstroms thickness can be imaged with reasonable contrast and a temporal resolution limited only by the recording equipment) 2'13 In our experiment, standard video equipment was used to record the dynamics of superfluid 4He droplets falling onto a tilted cesiated surface. In Fig.2b , we depicted our sample cell which contains the prism (covered with a 330 nm silver film before the experiment), a capillary above the prism for supplying the liquid helium and a Cs dispenser. After cooling to 4.2 K, the dispenser is heated and Cs is deposited onto the upper prism face. A shutter has been placed in front of the lower part of this prism face in order to provide a non-cesiated silver surface for comparison. This can be seen in Fig.3a which shows an image of the upper prism face, with the angle of incidence adjusted so as to match the SP resonance on the cesiated part. The latter thus appears dark, while the silver part, which is not in resonance, appears bright.
When a 4He droplet falls down onto this surface, the SP in the region covered with helium will be detuned resulting in a substantial increase in brightness. This is shown in Fig.3b , which shows the surface just after a droplet has arrived at contact. Finger-like structures are clearly seen to evolve, indicating that the surface is not completely wet by the helium. It is observed that the helium flows down only along the finger-shaped channel regions generated immediately after contact with the substrate. No tendency of spreading is apparent. However, as soon as the helium reaches the silver surface, the liquid flow, which had been restricted to 'channels' on the cesiated part of the sample, strongly spreads laterally over the whole silver surface. This can be seen from the fact that there is a change in intensity virtually all over the silvered part, with some lateral structure indicating that the film thickness is not homogeneous.
It should be noted that a full contrast (dark-bright) change on the ce-slated part is achieved by coverage with approximately 1 #m of helium. On the trailing edges of the fingers on the Cs (when the flow-down process of the drop was almost complete), we observed a quite gradual change in intensity over approximately one millimeter, indicating that what is flowing are not bulk fluid structures but rather thin helium films. From the wetted area of several square millimeters and a typical droplet volume of a few hundred picoliters, we can estimate the film thickness to be a few microns. In this case, one expects a critical flow velocity for vortex formation on the order of ~ few cm/sec. 14 In fact, analyzing a series of pictures, we found the flow velocity to be approximately 5 cm/sec which suggests that the film flow by which the drop drains down the surface is limited by the critical flow velocity,
